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Tiny Footprint. Massive Performance.

Product Overview
IronLink® Entry Level Fanless Intel® Celeron 

• Pre-installed with Windows® 10 IoT or Ubuntu® 

• Flexible mounting options in a kiosk or behind a display 

• Rugged fanless design for 24/7 operation  

• Only 1.33” tall

Please refer to the website or reach out to your rep for the latest on products, specs and upcoming product releases at  
WWW.VELASEA.COM

Processor: 
Intel® Jasper Lake Celeron N4500 
1.1/2.8GHz 2 Core 2 Threads 
 
Operating System: 
Windows® 10 IoT
Windows® 11 Pro
Ubuntu® Linux 

Memory:
4GB DDR4

Storage: 
64G eMMC

Graphics:
Intel® 11th Gen UHD GPU

Networking:
(1) Realtek® TRL8111H Gigabit 
10/100/1000 Mbps LAN
- 1z M.2 2230 for WiFi & Bluetooth®

Power Supply:
DC12V 3A 36W (UL/CE/FCC Certified)

Operating Temperature:
-10° – 50°C

Dimensions (WxDxH):
4.96” x 4.33” x 1.33”

Ports + Slots:
(1) DP 1.2 4K 60Hz
(1) HDMI® 2.0 4K 60Hz
(2) USB 2.0
(2) USB 3.0
(1) RJ45 LAN
(1) DC-in
(1) Serial COM
(2) 3.5mm Audio (Line Out, Mic In) 

Warranty:
3-Year Depot 

FEATURES

http://WWW.IRONLINKUSA.COM

